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Polycom Dial Map Woes

Many Polycom phones can not dial internal 3
digit numbers that start with 10 or 11 due Sip

their Dial Map. Its the rules that say what

you can and can not dial. You can change

o * S|P Protocol ® | Enable Disable
this via the Web Interface under
Settings—SIP. It should look like the image onj * Local SIP Port 5060
the right.
Caks Per Line Key 24
Enable Roaming buddies for MNone
New SDP Type Enable # | Disable

Live Communication Server Support Enable # | Disabile
* Non Standard Line Seize & | Enable Dizable
Disable Forward For Shared Line # | Enable Disable

[2-9]11|0T|011xxx.T|
[B-1][2-9)xxnxxxxxx|

Digitmap [2-9]xxxmexxx |
[D-9]xxxT|**x.T|+x.T

* Digitmap Timeout 31313133133

Remaove End-of-Dial Marker & | Enable Disable

* Digitmap Impossible Match 0

Line Based Digitmap Switching Enabile # | Disable

4] Outbound Prox

Original default test:
[2-9]111|0T|OLIxXX.T|[0-1][2-9]XXXXXXXXX | [2-9TXXXXXXXXX | [2-9]XXXT | **X.T|+X.T
New version, 1 character different:

[2-9]11|0T|011xxX.T|[0-1][2-9]XXXXXXXXX | [2-9]XXXXXXXXX | [0-9]XXXT | **x.T|+x.T
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